
Pollenfilter / Pollen filter 
Typ / type 9/FIB-P  No. 39004 
Typ / type 9/FIB-PL  No. 39985 
Typ / type 9/FEGO-P No. 39982 

Installation /  Installation        DE / EN 

Material Elektretfilter:   synthetischer Vliesstoff (weiß)  
Material Grobfilter:   Polyester Filterschaum PPI 20 (schwarz, waschbar) 
Filterklasse:   ISO Coarse 75 % nach DIN ISO 16890 
Abscheidegrad:   75 % 
 

Electret filter material:   synthetic non-woven fabric (white) 
Material coarse filter:  polyester filter foam PPI 20 (black, washable) 
Filter class:    ISO Coarse 75 % according to DIN ISO 16890 
Degree of separation:   75 %  

Allgemeine Informationen / General information     DE / EN 
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 LUNOS Germany 

LUNOS Lüftungstechnik GmbH & Co. KG      Phone +49 30 362 001-0 
für Raumluftsysteme         Fax     +49 30 362 001-89 
Wilhelmstr. 31          info@lunos.de 
13593 Berlin ∙ Germany         www.lunos.de 

9/FIB-P 
Bestandsfilter entfernen und den Pollenfilter entsprechend Abbil-
dung einsetzen. Der schwarze Grobfilter (raumseitig) kann regelmä-
ßig unter warmen Wasser ausgewaschen werden. Wir empfehlen 
dazu ein Intervall von 3 Monaten. Der weiße Elektretfilter 
(außenseitig) sollte mit Aufleuchten der  Filterwechselanzeige des 
jeweiligen Gerätes ersetzt werden. 
 
Remove the existing filter and insert the pollen filter as shown. The 
black coarse filter (room side)can be washed out regularly under 
warm water. We recommend an interval of 3 months. The white 
electret filter (outside) should be replaced when the filter change 
indicator of the respective device lights up. 

9/FEGO-P 

9/FIB-PL 

Elektret Filter (weiß) / 
Electret filter (white) 

Grobfilter (schwarz) / 
Coarse filter (black) 

Frischluft 
fresh air 


